
WALLTITE® LWP Credentials and Approvals
• ABAA- approved Air Barrier Material & System
• ABAA- approved Water-resistive Barrier Material
• Extensive NFPA 285 Fire-rated Assemblies, including 

polyiso insulation 
 • Approved in DuPont™ Thermax™ Wall Assembly
• Comprehensive structural wall assembly approvals 

as part of HP+ Wall Systems, reducing framing and  
sheathing  

• Excellent coverage in a 2” pass application

WALLTITE® Plus Credentials and Approvals
• Extensive NFPA 285 Fire-rated Assemblies
 • Approved in DuPont™ Thermax™ Wall Assembly
• Wind uplift resistance & secondary water barrier         

performance validated - Miami Dade NOA pending
• Maximize efficiency with 4” single pass applications

BASF WALLTITE HFO Solutions 
are available now from BASF Corporation. 

Contact your territory manager today!

UL and the UL logos are trademarks of UL LLC
WALLTITE® is a trademark of BASF Corporation. 

Third Party Code Compliance Reports include:
• ICC ESR 2642
• Intertek CCRR-0374
• DRJ Engineering TER-1043

www.spf.basf.com
(888) 900- FOAM (3626)

     
WALLTITE® HFO Product Bulletin
WALLTITE® LWP and WALLTITE® Plus
Low-global warming potential (low-GWP) products to meet your project needs, 
with R-values over R-7 per inch and GREENGUARD GOLD low-VOC approvals.


